Room Combining System

e UP TO 5 ROOMS PER CONTROLLER
 SIMPLE TO PROGRAM AND OPERATE
e ULTIMATE FLEXIBILITY, PERFORMANCE AND VALUE

RCX-CD1

Remote Control Panel for RCX-5C

RCX-CD1L & RCX-BZL RCX-CD1 & RCX-BZL

RCX-CD1L RCX-CD1

 Semi-custom design shows room layout

* Visual button layout for easy training and operation

» Remote control panel for RCX-5C controller

* Rack mounts, or wall mounts with optional bezel RCX-BZL

* QOptional key switch available to lock out controls (RCX-CD1L)

RCX-5C

Controller

RCX-5C Room Combining System Controller
RCX-5CM  Room Combining System Controller - w/mic muting

Engineered Systems

Connects to wall-mounted remote input panels

Tandem volume control and source selection possible in combined rooms
Electronic switching and gain control with memory

Paging input can override normal operation if required

Two controllers may be linked to combine all rooms in larger systems

* Controls audio sources and amplifier inputs for up to five rooms
* Simple, straightforward programming and operation

» Programmable to accomodate a wide range of room layouts

* Mic and / or Line input for each room

* Front-panel volume adjustment in each room

* RDL® Dual-LED VU metering for each source
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RCX-1 RCX-2

Room Control

RCX-1N RCX-1 RCX-18 RCX-2N RCX-2 RCX-2S
* Mounts in individual room to control source and level  Mounts in individual room to control source and level
* Long-life keyboard pushbuttons * Long-life pushbuttons for Music or Local / Combined source selection
 Music or Local / Combined source selection * Optical rotary encoder with LED readout for setting audio level
* Up/ Down pushbutton level adjustment with LED readout * One or two RCX-2s may be connected in the same room

Multiple RCX-1s may be connected within one room ULTRASTYLE design with all steel panel and rear enclosure
e ULTRASTYLE™ design with all steel panel and rear enclosure R c x 3

RCX 1 0 R Room COI]-II‘0|

Room Volume Control )

RCX-3N RCX-3 RCX-3S
* Mounts in individual room to control source and level
* Key required for operation of two position momentary switches
 Music or Local / Combined source selection

Up / Down level adjustment with LED readout

Two RCX-3s may be connected within one room

e ULTRASTYLE design with all steel panel and rear enclosure

RCX-10RN F;)X-1OR RCX-10RS
* Mounts in individual room to control audio level
* |deal for systems not using a music source
* QOptical rotary encoder with LED readout for setting audio level
« One or two RCX-10s may be connected in the same room R c X 3 R
ULTRASTYLE design with all steel panel and rear enclo:cl:::aoR Room Volume Control

RCX-3RN RCX-3R RCX-3RS

Shown with RC-BTR2 Shown with RC-BTR2 Shown with RC-BTR1 * Mounts in individual room to control level

Brass Trim Ring Available Separately Brass Trim Ring Available Separately 2FZ$|Z l;grg::)iggatel * Key activated Up / Down level adjustment with LED readout
vail y . .

RCX-3 :  Multiple RCX-3Rs may be connected within one room

' '  May be connected with other RCX remotes in one room

ULTRASTYLE design with all steel panel and rear enclosure

RELATED PRODUCTS S

* RCX-J1 Microphone Input Panel
e RCX-J2 Line Input Panel

* RCX-J3 Mic/Line Input Panel
* RCX-A2 Line Output Panel
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Shown with RC-BTR2 Shown with RC-BTR2
Brass Trim Ring Available Separately Brass Trim Ring Available Separately
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Engineered Systems

Distributed Audio System SAS-TC8

« FLEXIBLE AUDIO DISTRIBUTION Wall Mounted Tabletop Listening Station
e MULTIPLE LISTENING STATIONS
e MULTIPLE AUDIO SOURCES

SAS-SMBA

)
Tabletop Listening Station

SOURCE VOLUME

s L s

Wall mounted listening station for localized tabletop sound
Source selection and volume adjustment buttons

Sealed touch controls protect internal circuitry from liquids
Integral speaker or remote speaker connection

SAS-8C

Eight Listening Station Controller

s L LR LR} LR s

Tabletop listening station with localized sound coverage
Source selection and volume adjustment buttons

Sealed touch controls protect internal circuitry from liquids
Rugged metal construction

« Controls 8 SourceFlex listening stations

* Provision to set maximum listening level at each station

« Auto-resetting fuse protects power feed to each listening station
S A S - 8 i » Daisy-chain connections to/from SAS-8i and/or SAS-8C

Input Interface and Four Listening Station Controller s AS 8 2

- et S+ W T Two Listening Station Controller

. . . W SAS-82 AUDIO SOURCE SELECTGH“'@
* Audio input chassis for SourceFlex Audio System

* Accepts 8 balanced or unbalanced sources
* Separate paging input and closure contacts

* Programmable for maximum number of sources used

* Supports SAS-8C or SAS-82 SourceFlex controllers « Controls 2 SourceFlex listening stations

: (Plont_ro_ls 4tSoutrceFIqx "SteF";g gtatllonsl t each st * Provision to set maximum listening level at each station
fovision qse Maximum listening fevel at eac .Sa '9" ) « Auto-resetting fuse protects power feed to each listening station

* Auto-resetting fuse protects power feed to each listening station  Daisy-chain connections to/from SAS-8i and/or SAS-8C
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SAS-HC8 SAS-RC8

Headphone Control Station Wall Mounted Room Control

Single room listening station with in-wall controls

Source selection and volume adjustment buttons

Mounts in wall using US 2 gang electrical box or RDL® WB-2U
Integral 1.5 W power amplifier and balanced line output

Ideal for office distributed sound systems with music and paging
ULTRASTYLE design with sealed touch controls

Headphone listening station for exercise equipment or countertop

Sealed source selection and volume adjustment buttons

Qutput jacks provided for 1/4 inch (standard) and 1/8 inch (mini) headphone plugs
ULTRASTYLE™ design rugged metal enclosure

Mounts to support pipe, handlebar or tabletop

Automatic volume reduction to safe level when headphones left disconnected

SAS-TEM SAS-RHP

Table Edge Mount for SAS-TC8 Headphone jack plate

* Headphone jack plate used with an SAS-RC8 Room Control

* Converts the Room Control to a wall mounted headphone
control in an attractive ULTRASTYLE neutral package
(1/4 inch standard headphone jack)

« Attractive and durable steel bracket mounts an SAS-TC8 to the edge of a table for localized sound
* Horizontal and vertical mounting screws for extremely secure attachment to the table edge
* The SAS-TC8 wiring is concealed and protected within the SAS-TEM bracket
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Product Index - Alphabetical

Product
ACB-1
ACB-2
ACM-3
AFM-A1
AFM-AIN
AFM-DC1
AFM-DCIN
AFM-DC1Z
AFM-DC2
AFM-DC2N
AFM-DC2Z
AFM-FP1
AFM-FPIN
AFM-FP1Z
AF-SH1
AF-TPR1A
AF-TPR2A
AF-TPR3A
AF-TPR3C
AFTPS1A
AF-TPS2A
AF-TPS3A
AF-TPS3C
AMS-1/4F
AMS-10K
AMS-10KA
AMS-1RC
AMS-2RC
AMS-BNC
AMS-FP1
AMS-HR6
AMS-LED
AMS-PB1
AMS-PJ1
AMS-SW2
AMS-UF1
AMS-XLF
AMS-XLM
AV-AC2
AV-DC4
AV-HK1
AV-HK1X
CP-1
CP-1/G
CP-1S
CP-2
CP-2/G
CP-2S
D-1/4F
D-Blank
D-BNC
D-BNC/D
D-BZR
D-F
DMK-5
D-PHN1
D-PHN2
DR35-1M
DRA-35F
DRA-35P
DRA-35R
DRA-35S
DRA-3556
DRA-35T
DS-1/4F
DS-Blank
DS-BNC
DS-BNC/D
DS-F
DS-PHN1
DS-PHN2
DS-TPR1A
DS-TPR2A
DS-TPR3A
DS-TPR3C
DS-TPSTA
DS-TPS2A
DS-TPS3A
DS-TPS3C
DS-XLR2
DS-XLR2F
DS-XLR2M
DS-XLR3F
DS-XLR3M
DTB
D-TPR1A
D-TPR2A
D-TPR3A
D-TPR3C
D-TPS1A
D-TPS2A
D-TPS3A
D-TPS3C
D-XLR2
D-XLR2F
D-XLR2M
D-XLR3F
D-XLR3M
EC-6
EM-TPR1A

Description

Jack Box - Stereo Headphone

Jack Box - Dual Phono Jacks

Amplitude Component Monitor

Wall Mount Adapter Plate for APPFLEX Module
Wall Mount Adapter Plate for APPFLEX Module
Desktop Chassis for APPFLEX Module

Desktop Chassis for APPFLEX Module

Desktop Chassis for APPFLEX Module

Desktop Chassis for 2 APPFLEX Modules
Desktop Chassis for 2 APPFLEX Modules
Desktop Chassis for 2 APPFLEX Modules
APPFLEX Filler Plate - single

APPFLEX Filler Plate - single

APPFLEX Filler Plate - single

Stereo Headphone Amplifier - APPFLEX

Active Single-Pair Receiver - Twisted Pair Format-A
Active Two-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-C
Active Single-Pair Sender - Twisted Pair Format-A
Active Two-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-C
1/4" Phone Jack - AMS

10 KQ Linear Pot & Knob Assy - AMS

10 KQ Audio Taper Pot & Knob Assy - AMS
Single Phono Jack Assy - AMS

Dual Phono Jack Assy - AMS

BNC Jack Assy - AMS

Filler Plate - AMS

Mounting panel for 6 AMS Accessories

LED Indicator Assy - AMS

Momentary SPDT Pushbutton - AMS

Power Jack Assy for PS-24U, B, E - AMS

Rocker Switch DPDT - AMS

Universal Frame - fits RACK-UP® openings

XLR 3-Pin Female Jack - fits all AMS mounts

XLR 3-Pin Male Jack - fits all AMS mounts

Cable Kit for AV-HK1

Line-Level Audio Divider/Combiner

“HUM KILLER” Stereo Audio Isolation Module
“HUM KILLER” Audio Isolation Module

Single Cover Plate - white

Single Cover Plate - gray

Single Cover Plate - stainless steel

Double Cover Plate - white

Double Cover Plate - gray

Double Cover Plate - stainless steel

1/4 in. Phone Jack on D Plate - Solder type

D Style Plate with No Jack Cut Out

BNC Jack on D Plate - Solder type

Insulated Double BNC Jack on D Plate

Piezo Alert Module

Double Type F Jack on D Plate

Detachable Mounting Kit

Single Phono Jack on D Plate - Solder type

Dual Phono Jacks on D Plate - Solder type

DIN Rail -1 m

FLAT-PAK DIN Rail Adapter

Power Supply DIN Rail Adapter

RACK-UP DIN Rail Adapter

STICK-ON DIN Rail Adapter

STICK-ON DIN Rail Adapter

TX Series DIN Rail Adapter

1/4 in. Phone Jack on D Plate

D Style Plate with No Jack Cut Out

BNC Jack on D Plate

Insulated Double BNC Jack on D Plate

Double Type F Jack on D Plate

Single Phono Jack on D Plate

Dual Phono Jacks on D Plate

Active Single-Pair Receiver - Twisted Pair Format-A
Active Two-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-C
Active Single-Pair Sender - Twisted Pair Format-A
Active Two-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-C
XLR 3-pin Female & 3-pin Male on D Plate

Dual XLR 3-pin Female Jacks on D Plate

Dual XLR 3-pin Male Jacks on D Plate

XLR 3-pin Female Jack on D Plate

XLR 3-pin Male Jack on D Plate

STICK-ON® Series Detachable Terminal Block
Active Single-Pair Receiver - Twisted Pair Format-A
Active Two-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-C
Active Single-Pair Sender - Twisted Pair Format-A
Active Two-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-C
XLR 3-pin Female & 3-pin Male on D Plate

Dual XLR 3-pin Female Jacks on D Plate

Dual XLR 3-pin Male Jacks on D Plate

XLR 3-pin Female Jack on D Plate

XLR 3-pin Male Jack on D Plate

AC Extension Cord (6 pack) - North American - 6 in.

Active Single-Pair Receiver - Twisted Pair Format-A

Current

mA
mA
mA
mA
mA
mA
mA
mA
mA

mA

mA
mA
mA
mA
mA
mA
mA
mA

mA
mA
mA
mA
mA
mA
mA
mA

mA

Power Page

-- 91,

91
91
29
94
94
94
94
94
94
94
94
94
94
94
49
10
1"
12
16

14
91
91
91
91
91
91
91
98
91
91
91
91
91
91
91
69
69
69
70
92
92
92
92
92
92
19
19
19
19
29
19
93
19
19
95
95
95
95
95
95
95
19
19
19
19
19
19
19
10
1"
12
16

14
19
19
19
19
19
91
10
1"
12
16

14
19
19
19
19
19
88
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EM-TPR2A
EM-TPR3A
EM-TPS1A
EM-TPS2A
EM-TPS3A
FP-ALC1
FP-ALC2
FP-AVDA4
FP-BUC2
FP-CH8
FP-CT1
FP-DCC1
FP-DFC2
FP-MP1
FP-MPA2
FP-MR1
FP-MX4
FP-PA20
FP-PA20A
FP-PA20B
FP-PBR4
FP-PEQ3
FP-PSB1
FP-RRA
FP-RRAH
FP-RRB1
FP-SPR1
FP-SVDA4
FPTP4PW
FP-UBC2
FP-UBC6
FP-VDA4
GB6
HR-DAC1
HR-DDA4
HR-DSX4
HR-FP1
HR-RA2
HR-RU1
HR-UDC1
LBL-1
MB-1
MB-2
MB-3
MBR-1U
MSR-1
PM-1T
PM-1V
PM-20H
PM-20V
PS-24A
PS-24B
PS-24E
PS-24K
PS-24U2
PS-24U2A
PT-AMG2
PT-ASG1
PT-IC1
R-BZR
RC-1U
RC2-ST
RC2-STS
RC4-RU
RC4-RUS
RC4-ST
RC4-STS
RC-BTR1
RC-BTR2
RCS4
RCS4S
RC-U24
RCX-1
RCX-10R
RCX-10RN
RCX-10RS
RCX-IN
RCX-1S
RCX-2
RCX-2N
RCX-2S
RCX-3
RCX-3N
RCX-3R
RCX-3RN
RCX-3RS
RCX-3S
RCX-5C
RCX-5CM
RCX-A2
RCX-A2N
RCX-A2S
RCX-BZL
RCX-CD1
RCX-CD1L
RCX-J1
RCX-JIN
RCX-J1S
RCX-J2
RCX-J2N
RCX-J2S

Active Two-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-A
Active Single-Pair Sender - Twisted Pair Format-A
Active Two-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-A
Automatic Level Control - Mono - Terminals
Automatic Level Control - Stereo - Phono Jacks
Stereo Audio/Video Distributor - 1x4 - Phono Jacks
Balanced to Unbalanced Converter - 2 channel
Chime Generator

Locking Cable Tie Bracket for FP-RRA/H

12 Vdc to 24 Vdc Converter

Digital Audio Format Converter (24/192)

Studio Quality Mic Preamp w/ Phantom

Dual Mic Phantom Adapter 12, 24, 48 V - XLR
Message Repeater

4 Mic or Line Input Mixer - Mic and Line Out
Power Amplifier - 20 W 8Q

Power Amplifier - 20 W 70 & 100 V Outputs
Power Amplifier - 20 W 25 V Output

Mounting Bracket for 4 STICK-ON modules

3 Band Parametric Equalizer

Power Supply Mounting Bracket

Rack Adapter FLAT-PAK  Series - 19 in. Fixed
Rack Adapter FLAT-PAK Series - 19 in. Hinged
Rear rack rail mounting kit for FLAT-PAK modules
S/PDIF Repeater / Amplifier

S-Video Distribution Amplifier - 1x4

Power Inserter - Twisted Pair

Unbalanced to Balanced Converter - 2 Channel
Unbalanced to Balanced Converter - 6 Channel
NTSC/PAL Video Distribution Amp - 1x4 - BNC
Grounding Bar for TS-1D Modules

D to A Converter - 24/192 - AES/EBU and S/PDIF
Digital Audio Distributor - AES/EBU and S/PDIF
Digital Audio Selector - AES/EBU and S/PDIF
HALF-RACK Filler Panel

Rack adapter for HALF-RACK series

Mounting Adapter Kit for a RACK-UP Module
Universal Digital Audio Converter - AES/EBU and S/PDIF
Labeling Kit

Mounting Kit - RU, ST and TX Series

Mounting Kit - RU and TX Series

Kit to Mount ST, TX Series Modules on FP Panel
Installation of 1 RU product under a shelf

Snap Rail Adapter - STICK-ON Series

Pole Mount Tray

Pole Mount Adapter

Pole Mount Adapter

Pole Mount Adapter

24 Vdc 400mA N. American Pwr Supply - Leads
24 Vdc 150mA N. American Pwr Supply - dc Plug
24 Vdc 500mA Continental Power Supply - dc Plug
24 Vdc 1 A North American Power Supply - Leads
24 Vdc 2 A Switching Supply - (no cord) - dc Plug
24 Vdc 2 A (incl. North American line cord) - dc Plug
Portable Audio Signal Generator & Monitor
Portable Audio Signal Generator

Carying Case

Piezo Alert Module

Universal Rack Chassis - RU, ST and TX Series

2 Channel Remote Control for STICK-ONs

2 Channel Remote Control for STICK-ONs

4 Channel Remote Control for RACK-UPs

5 Channel Remote Control for RACK-UPs

4 Channel Remote Control for ST-SX4

5 Channel Remote Control for ST-SX4

Brass Trim Rings for ULTRASTYLE Wall Controls
Brass Trim Rings for ULTRASTYLE Wall Controls
Remote Channel Selector for RU-SX4A

Remote Channel Selector for RU-SX4A

Rack Mount for 5 PS-24U2 / A Power Supplies
Room Control for RCX-5C Room Combiner
Remote Volume Control for RCX-5C

Remote Volume Control for RCX-5C

Remote Volume Control for RCX-5C

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room Combiner

Room Control for RCX-5C Room Combiner

Room Combining System Controller

Room Combining System Controller - w/mic muting
Dual Phono Output Wall Plate Assembly

Dual Phono Output Wall Plate Assembly

Dual Phono Output Wall Plate Assembly

Bezel for RCX-CD1

Remote Control for RCX-5C Room Combiner
Remote Control for RCX-5C Room Combiner - Locking
XLR Mic Input Wall Plate Assy - Terminal Block
XLR Mic Input Wall Plate Assy - Terminal Block
XLR Mic Input Wall Plate Assy - Terminal Block
Dual Phono Input Wall Plate Assembly - Terminals
Dual Phono Input Wall Plate Assembly - Terminals
Dual Phono Input Wall Plate Assembly - Terminals

45
45
65
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65
80
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RCX-J3
RCX-J3N
RCX-J3S
RK-2U
RK-2UX
RLC10K
RLC10KS
RLC-10R
RLC-10RN
RLC2
RLC2S
RLC3
RLC3S
RM-D3
RM-D9
RM-FP1
RM-FP2
RM-MP12A
RMS-4
RMS-4N
RT2

RT2S
RU2-CS1
RU-ADL2
RU-AVX4
RU-BR1
RUC-4
RUC-4N
RU-DA4D
RU-EQ2
RU-EQ3
RU-FP1
RU-LA2D
RU-MLA2
RU-MLA2T
RU-MLD4
RU-MLDAT
RU-MX4
RU-MX4L
RU-MX4LT
RU-MX4SC
RU-MX4T
RU-MX5
RU-0SC4A
RU-PA518
RU-PSB1
RU-RA3
RU-RA3A
RU-RA3HD
RU-SC1A
RU-SC2
RU-SH1
RU-SM16
RU-SMA1
RU-SP1
RU-SQ6A
RU-SX4A
RU-TP4PW
RU-TPDA
RU-TPDC
RU-TPS4A
RU-TPS4C
RU-UDA4
RU-VA2
RU-VCA2
RU-VCA2D
RU-VDA4
RU-VSQ4
RU-VSX4
RU-WHA4
RU-WMP1
RU-WMP1N
SAS-82
SAS-8C
SAS-8i
SAS-HC8
SAS-RC8
SAS-RC8N
SAS-RHP
SAS-SM8A
SAS-TC8
SASTEM
SC-2
SMK-12
SR-10
SR-12A
SR-4
SR-TB10
STA-1
STA-1M
STA-2A
ST-ACR1
ST-ACR1M
ST-ACR2
ST-CL2
ST-CX2
ST-CX2S
STD-10K
STD-150
STD-600
ST-DA3
ST-EQ3
ST-FS6
ST-GCA3

XLR Mic & Dual Phono Input Wall Plate Assy
XLR Mic & Dual Phono Input Wall Plate Assy
XLR Mic & Dual Phono Input Wall Plate Assy
19” Utility Rack Chassis - 2 RU

19" Utility Rack Chassis 2 RU Extension
Remote Level Controller - 0 to 10 kQ
Remote Level Controller - 0 to 10 kQ

Rotary Level Control - Rotary Encoder

Rotary Level Control - Rotary Encoder
Remote Level Controller - Ramp

Remote Level Controller - Ramp

Remote Level Controller - Preset Levels
Remote Level Controller - Preset Levels
Rack Mount for 3 Decora® Modules - 1 RU
Rack Mount for 9 Decora® Modules - 3 RU
One Rack Unit Filler Panel - 19 inch rack
Two Rack Unit Filler Panel - 19 inch rack
Audio Monitor Panel - 12 Line or Speaker Inputs
Wall Mount Plate for AMS Series Products
Wall Mount Plate for AMS Series Products
Remote Control Selector

Remote Control Selector

Serial Controlled Interface

Professional Audio Delay

Audio/Video Switcher - 4x1 - Phono
Mounting Bracket for RACK-UP Series
ULTRASTYLE Universal Remote Control
ULTRASTYLE Universal Remote Control
Audio Distribution Amplifier - Balanced - 2x4
Two Band Equalizer with Knobs - Terminals
Three Band Equalizer with Knobs - Terminals
RACK-UP Filler Panel (and Reverse Mounting Kit)
IHF/PRO Interface - Bidirectional

Dual Mic / Line Preamplifier

Dual Mic / Line Preamplifier

Mic / Line Distribution Amplifier

Mic / Line Distribution Amplifier

Pro 4 Input Mic/Line Mixer W/Phntm

Pro 4 Input Line Mixer - Mic and Line Out
Pro 4 Input Line Mixer - Mic and Line Out
Security Cover for RU-MX4

Pro 4 Input Mic/Line Mixer W/Phntm

5 Input Mic/Line Mixer w/Phntm
Sequencing Oscillator - 4 Frequencies
Power Amplifier 5 W Stereo / 18 W Mono

PS-24U2 Mounting Bracket - Fits RACK-UP Mounts

19 in. Rack Mount for 3 RACK-UP Series Products
Rack Mount for 3 RACK-UP Series Products
Rack Mount for 3 MAX RACK-UP Products
RS-232/485 Serial Converter (Half-Duplex)
RS-232/422 Serial Converter (Full-Duplex)
Stereo Headphone Amplifier

Dual Audio Meter - Average/Peak/Hold
RACK-UP Mounting Plate - flat surface

2 Watt Speaker

Sequencing Controller

Balanced Audio Switcher - 4x1

Power Inserter - Twisted Pair

Active Distributor - Twisted Pair Format-A
Active Distributor - Twisted Pair Format-C
Active Sender / Distributor - Twisted Pair Format-A
Active Sender / Distributor - Twisted Pair Format-C
Stereo Audio Distributor - 2x4 - Phono Jacks
Dual Adjustable Video Attenuator - BNC
Local/Remote Control Audio Attenuator - Mono
Local/Remote Control Audio Attenuator - Stereo
NTSC/PAL Video Distribution Amp - 1x4 - BNC
Sequencing Video Switcher - 4x1 - BNC

Video Switcher - 4x1 - BNC

Wiring Harness Adapter - RACK-UP Series
Wall Mount Plate for RACK-UP Series Products
Wall Mount Plate for RACK-UP Series Products
Audio Controller

8 Station Audio Controller

Audio input chassis

Headphone Control Station

Room Control Station

Room Control Station - Ultrastyle neutral
Headphone jack plate

Tabletop listening station

Wall mounted listening station

Mounting bracket

Security Cover Kit

STICK-ON Mounting Plate

STICK-ON Series Mounting Rack - 10 Modules
STICK-ON Series Mounting Rack - 12 Modules

STICK-ON Series Mounting Rack - 7 Modules max.

Terminal Block Assembly for SR-4

Dual Bal/Unbal Line Amp: -12 to 20 dB Gain
Audio Line Amplifier - Mono: -14 to 14 dB Gain
Dual High Gain Line Amplifiers

Line-Level Controlled Relay - 0.5 to 5 s Delay
Mic-Level Controlled Relay - 0.5 to 5 s Delay
Line-Level Controlled Relay - 0.5 to 5 s Delay
Compressor/Limiter - Line Level

Two Band Active Line-level Crossover
Subwoofer Crossover Filter

Passive Audio Divider/Combiner - 10 kQ
Passive Audio Divider/Combiner - 150 Q
Passive Audio Divider/Combiner - 600 Q
Line Level Distribution Amplifier - 1x3

3 Band Equalizer - Line Level

Ferrite Suppressor / RF Filter

Gain Control Amplifier - Line Level

200
275
100
60
60
120
30
30
50
80
80
90
90
150
150
150
150
65
75
1500

150
125

50
250

100
75
25
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120

120

120

140
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GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND
GND

21,102-103
21,102-103
21,102-103
92

92

24

24

26

26

24

24

25

25

94

94

93

93

62

91

91

25

25

84

57

63, 81
99

26

26

33

57

57

99

38

37

37

33

33

45

45

45

45

45

46

60

51

88

98

98

99

m

mn

52

4

99

63

85

64

3

13

17

13

17

34

78

72

72

80

81

82

91

99

99
104-105
104-105
104-105
104-105
104-105
104-105
104-105
104-105
104-105
104-105
75

101

100

100

93

93

39

40

40

64

65

64

58

32

32

48

48

48

34

60

35

58

ST-GLA1
ST-GSP1
ST-HP3
ST-IC1
ST-LCR1
ST-LCR1H
ST-LCR2
ST-LCR3
ST-LEQ1
STM-1
STM-2
STM-2X
STM-3
ST-MA2
STM-DA3
STM-LDA3
ST-MPA2
ST-MX2
ST-MX3
ST-NG1
ST-0SC2A
ST-0SC2B
STP-1
ST-PA18
ST-PA2
ST-PA6
ST-PD5
ST-PD5U
ST-PH1
STR-19A
STR-19B
ST-RG1
ST-RRB1
ST-RX2
ST-SH2
ST-SSR1
ST-Sx4
ST-IC1
ST-UBA2
ST-UMX3
ST-VCA2
ST-VOX1
ST-VP1
ST-VP2
SYS84-A
SYS84-B
SYS84SM
SYS-CSt
SYS-ICH
SYS-TB
TS-1D
TX-10B
TX-1A
TX-1W
TX-70A
TX-8i
TX-AFC1F
TX-AFC1M
TX-AT1
TX-AT1S
TX-AVX
TX-J2
TX-LC2
TX-LM2
TX-MVX
TX-MX2R
TX-RAS
TX-RRB1
TX-TP1PW
TX-TPR1A
TX-TPR3A
TX-TPR3C
TX-TPRGA
TX-TPS1A
TX-TPS3A
TX-TPS3C
TX-TPS6A
TXVCR
TXVLAT
uc-1
uc-2
US-A1
US-AIN
WB-1U
WB-2U
WDG1
WH1
WH2

Power
BATT:
FLT:
GND:
UNV:

Gated Line Amplifier - Noise Gate

Gated Speech Preamplifier - Mic to Line

300 Hz and 500 Hz High Pass Filter

Intercom Amplifier

Logic Controlled Relay - Momentary

High Power Logic Controlled Relay - 8 A

Logic Controlled Relay - Latching

Logic Controlled Relay - Dual Alternate Pulse
Loudness Equalizer - Use with VCA

Microphone Preamplifier - 50 dB Gain

Adjustable Gain Mic Preamp - 35 to 65 dB Gain
Switched Mic Preamp - 35 to 65 dB Gain

High Gain Mic Preamp - 35 to 75 dB Gain

Muting Monitor Amplifier - 2 Watt

Mic Level Distribution Amplifier - 1x3

Studio Quality Mic Preamp w/phantom
Microphone Phantom Adapter - 2 Channel

2 Mic or Line Input Mixer - Mic and Line Out

3 Line Input Mixer - Line Out

White and Pink Noise Generator

Audio Oscillator - 1kHz and 10 kHz

Audio Oscillator - 100 Hz and 400 Hz

Universal Audio Attenuators - 2 Channel

18 Watt 8 Q Audio Power Amplifier

Utility Audio Amplifier - 2 Watt

Audio Power Amplifier - 6 Watt

Power Distributor - Linear - (PS-24A/B/E/K)
Power Distributor - Switching - (PS-24U2/A)
Stereo Phono Preamplifier

STICK-ON Series Racking System - 10 Modules
STICK-ON Series Racking System - 12 Modules
Ramp Generator - 0 to 10 Vdc Output

Rear rack rail mounting kit for any STICK-ON
Audio Routing Switcher - 1x2

Stereo Headphone Amplifier

Line-Level Audio Switch - 2x1

Unbalanced Audio Switcher - 4x1

Telephone System Coupler - CO Line Simulator
Unbalanced to Balanced Amplifier - 2 channel
Universal Audio Mixer - 3 Mic or Line x 1 Mic or Line
Vloltage Controlled Amplifier - 0 to 10 Vdc

Voice Operated Relay

Voice-Over / Paging Module - Manual

Automatic Ducking Module

Audio Mixing Matrix 8 x 4 Stereo

Audio Mixing Matrix 8 x 4 Mono

Remote Status Monitor for SYS84

System 84 Control Interface

Parallel Interface Cable

SYSTEM 84 Terminal Block Adapter

Transient Suppressor

Bridging Input Transformer

Bal. to Unbal. Transformer - Adjustable

Music on Hold Amplifier - 1 Watt

25V,70V,100 V Input Interface - Unbal. Line Out
Headphone Isolation Transformer

Bal. to Unbal. Audio Transformer - XLR, Phono
Unbal. to Bal. Audio Transformer - Phono, XLR
Audio Isolation Transformer - 600 Q 1:1

Audio Isolation Transformer w/ Suppression
Automatic Video Switch - 2x1 - BNC

Unbalanced Input Transformer

Unbalanced to Balanced Line Combiner

Line Level to Mic Level Transformer

Manual Rmt Controlled Video Switch - 2x1 - BNC
Audio Mixer / Distribution Amplifier

TX Series Racking System - 5 Modules 1RU

Rear rack rail mounting kit for any TX series module
Power Inserter - Twisted Pair

Active Single-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-A
Active Three-Pair Receiver - Twisted Pair Format-C
Passive Single-Pair Receiver - Twisted Pair Format-A
Active Single-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-A
Active Three-Pair Sender - Twisted Pair Format-C
Passive Single-Pair Sender - Twisted Pair Format-A
Video Controlled Relay - BNC

Video Line Amplifier - Adjustable Gain & EQ
Single Wide Enclosure - RACK-UP Mounts
Double Wide Enclosure - RACK-UP Mounts

Wall Box Adapter - Single Unit to Double Box

Wall Box Adapter - Single Unit to Double Box
Universal Wall Box - Single - Mounts RDL Remotes
Universal Wall Box - Double - Mounts RDL Remotes
Table Top Chassis for RU, ST and TX Series
Warthog™ Power Supply Mount - Surfacemount
Warthog Power Supply Mount - Rackmount

Internal battery
Floating (or bipolar)
Ground-referenced

75
75
40
175
50
50
50
100
35
25
25
30
25
200
40
40
30
60
55
30
80
80
1000
150
350

175

SupplyFlex™ - Operates Ground-referenced or floating
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52
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